
MC30 PUSH CAMERA MC30DUO PUSH CAMERA

PRIMARY FEATURES 

• Single Camera Reel

• 29mm (1.1”) Self Leveling Camera

• Interchangeable Camera Heads

• For Pipes 30mm to 200mm

(1.18” to 8”)

PRIMARY FEATURES 

• Double Camera Reel

• 29mm (1.1”) Self Leveling Camera

• 13mm (1/2”) Camera

• Interchangeable Camera Heads

• For Pipes 15mm to 200mm

(.59” to 8”)

 FEATURES MC30 MC30DUO

Primary Push Cable 30m x 6.7mm (100’ x .26”) 30m x 6.7mm (100’ x .26”)

Inner Push-Pule Cable NA 15m push-pull cable (50’)

Bending Radius 85mm (3.3”) Primary: 85mm (3.3”) 
Inner: Unbreakable

Camera Resolution 560 TV-Lines 560 TV-Lines

Illumination 9 Power LEDs 9 Power LEDs

Distance Counter (Meters/Feet) 4 4

> 2 Hour 12V internal  Li-Ion Battery 4 4

Recording to Removable SD Card 4 4

Display High Resolution 5.6” TFT LCD High Resolution 5.6” TFT LCD

Field of View 121° 121°/84°

Protection 3mm Sapphire 3mm Sapphire

Waterproof 10 Bar (100m / 328’) Primary: 10 Bar (100m / 328’)
Inner: 1 Bar(10m / 33’)

Dimensions / Weight 420 x 230 x 480mm 
(16.5” x 9” x 3.7”) / 10.4Kg (23lb)

420 x 230 x 480mm 
(16.5” x 9” x 3.7”) / 11Kg (24lb)

AVAILABLE 
LENGTH
30M (100’)

AVAILABLE  
LENGTH
30M (100’) & 
15M (50’)

AVAILABLE DIAMETER
18MM, 29MM, 55MM (3/4”, 1.1, 2”)

AVAILABLE DIAMETER
13MM, 18MM, 29MM, 55MM (1/2”, 3/4”, 1.1”, 2”)


